ELECTRIC POWERED FORKLIFT 8FBN 1.5 to 3.0 ton
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DIVERSE OPTIONS
FOR DIVERSE NEEDS

A Height Selector that simplifies load-handling

operations, a selection of operating levers, systems
that facilitate vehicle management — a full array of

options is available to meet worksite needs.

Mini Lever

Direction lever

Attachment lever

Armrest

Lift lever
Tilt lever

The Mini Lever allows smooth operation. The design with
armrest also helps to reduce operator's fatigue.

Height Selector

Selecting Screen

Automatic Lift-height Positioning
This feature stops the forks at a preset
position by detecting the fork height with
a reel sensor. With the single touch of a
button, it makes load-handling operations
simple and easy. The lift height can be
set at any of three different positions
matched to your worksite.

Lift-height Reel Sensor

Maximum Lift-height Restriction
This feature prevents the forks from rising beyond a preset lift
height.

Joystick

Direction lever

Attachment lever

Lift/Tilt lever Armrest

Armrest-equipped Joystick is optionally available. This makes it
possible to perform lift and tilt simultaneously, using a single
joystick.

PIN-code Entry System

A registered Personal
Identification Number (PIN) code
must be entered to start the
forklift, preventing use by
unauthorized persons (100 PIN
codes can be registered), up to
ten sets of vehicle settings can be
registered, allowing vehicle
functioning to be tailored to the
preferred performance settings for
Numeric Keypad different operators.

Shock Sensor

Detection Screen

<

This detects collision impact on the forklift and warns by visual
indicator and sound. (Warnings can be cleared only by a
manager.) The time and date of occurrence are recorded by the
display. This option discourages overly harsh operation and
helps reduce maintenance costs.

8 F B SERIES

BUILT WITH THE
ENVIRONMENT IN MIND

In addition to zero exhaust emissions — something only
electric forklifts can promise — this series has a hexavalent
chrome-free design. The 8FB Series continues the Toyota
concept of environmental friendliness.

Zero Exhaust
Emissions

TOYOTA

Crot

Hexavalent
Chrome-free

Features and equipment may
vary depending on market.
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MAIN SPECIFICATIONS

Model 8FBN15 8FBN18 8FBN20 8FBN25 8FBN30
Load Capacity kg 1500 1750 2000 2500 3000
Load Center mm 500 500 500 500 500
Overall Width A | mm 1060 1065 1180 1180 1235
Turning Radius (outside) B | mm 1770 1780 1980 2000 2210
Overhead Guard Height C | mm 2085 2095 2085 2085 2255
Length to Fork Face D| mm 2080 2115 2250 2325 2485

BATTERY AND MOTOR SPECIFICATIONS

Model 8FBN15 8FBN18 8FBN20 8FBN25 8FBN30
olage/Capacty Min VIAN 48/390 48/390 48/470 48/565 80/370
(S-hourratings) VIAN 48/565 48/565 48/725 48/725 80/480
Drive KW 76 76 10.7 107 11.9
Electric Motors -
k,g';‘v‘l:"g{‘e‘g'r?r?g/ KW 95 95 12.2 12.2 14.4
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The data in this brochure was determined based on our standard testing conditions. Operating performance may vary depending on the actual specifications and condition of the vehicle, as well as the conditions
of the operating area.

Due to photography and printing, the color of actual vehicle may vary from this brochure. Some photos have been computer-enhanced.

Availability and specifications are determined by market and are subject to change without notice.

Safe forklift operation is achieved by proper operator training and proper worksite rules. Please consult your Toyota representative regarding forklift selection and operator training.

Please consult your Toyota representative for details.

Al rights reserved by Toyota Industries Corporation.
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